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MCT & CT type 

Construction:
 (CT type)     (MCT type)

PFA SUS304 PFA 

TEFLON (PFA)
Excellent chemical resistance 
Rounded “Open-pitch” helical convolution design 
 Easy cleaning 
 Non-stick 
 Can be cleaned by steam, caustics, solvents and any kinds of detersive. 
 Assured sterility 
Flexible and not subject to flex cracking, pin holing, or chloride stress 
cracking. 

Temperature 
-73 (-100 ) to +232 (+450 )

Fitting 
Varies types of conventional fitting design can be attached. 
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Hose size: 1/2”~4” 

Specification Unit: mm 

15 20 25 32 40 50 80 100Nominal 
Size 1/2” 3/4” 1” 1-1/4” 1-1/2” 2” 3” 4” 

D1 20 25 33 33 39 50 77 102

D2 40 50 70 70 75 90 120 145

T 1.5 1.5 1.5 1.5 2 2 2 2

Max. 
length 

6M 6M 6M 6M 6M 6M 5M 4M 

Pressure Rating Unit: kg/cm2 

15 20 25 32 40 50 80 100
Item

Size 
Temp. 1/2” 3/4” 1” 1-1/4” 1-1/2” 2” 3” 4” 

25 8 7 6 6 5.5 5 3.5 2.5

50 7 6 5 5 4.5 4 3 1.8

75 6 5 4 4 3.5 3 2 1.5
CT Type 

100 5 4 3 3 3 2 1.5 1.3

25 18 17 16 16 14 13 8 7

50 18 17 15.5 15.5 14 12.5 7.5 6.5

75 17 16 14.5 14.5 13 12 7 6
MCT type 

100 16 15 14 14 12 11 6.5 5.5

Min. Bend Radius Unit: mm

15 20 25 32 40 50 80 100Size 
Item 1/2” 3/4” 1” 1-1/4” 1-1/2” 2” 3” 4” 

CT Type 50 100 100 100 150 150 250 300
MCT Type 100 150 150 150 200 200 300 400
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